Polyether PU23B
Technical Datasheet

PRODUCT SPECIFICATION AND APPLICATION

Polyurethane (polyether) flexible foam. The technology does not use any halogenated low-molecular hydrocarbons
therefore it does not deplete the ozone layer.

The above mentioned type is offered in form of blocks, panels, cut parts, shaped parts or profiles.
It is used for the production of mainly packaging materials.

PHYSICAL MECHANICAL PROPERTIES

Densitet / Density - Brutto / Gross Weight 23 Kg/m3
Densitet / Density - Netto / Net Weight SS EN ISO 845 21 Kg/m3 (£ 5%)
Hardhetsindex / Hardness index (ILD 40%) SS EN ISO 2439 method B 120 N (£15%)
Hirdhet / Hardness (CLD 40%) ISO 3386 3,0 kPa

Firg / Colour Morkgra / Dark Gray
Dragbrottsgriins / Tensile strength SS EN ISO 1798 149 kPa
Dragbrottstijning / Elongation at break SS EN ISO 1798 200 %
Rivhallsfasthet / Tear resistance SS EN ISO 8067 041 N/mm
Studselasticitet / Ball rebounce SS EN ISO 8307 39 %

Sittning 50% / Compression 50% SS EN ISO 1856 6 %

Dynamisk utmattning / Dynamic fatigue SS EN ISO 3385

Hojdforlust / Height loss " 5 %
Hérdhetstorlust / Hardness loss Y 37 %

CERTIFICATES

Linde+Larsen declares the validity of the Oko—Tex Standard 100 certificate.
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